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affected source complies by using pol-
lution prevention, then all required re-
porting elements in the periodic report 
may be met through an annual certifi-
cation that the affected source is con-
tinuing to use pollution prevention to 
reduce HAP emissions to levels at or 
below those required by the applicable 
emission standard. The affected source 
must maintain records of all calcula-
tions that demonstrate the level of 
HAP emissions required by the emis-
sion standard as well as the level of 
HAP emissions achieved by the af-
fected source. The affected source must 
continue to meet all relevant moni-
toring and recordkeeping require-
ments. The compliance certification 
must meet the requirements delineated 
in Clean Air Act section 114(a)(3). 

(3) If the emission standard to which 
the affected source is subject is based 
on pollution prevention, and the af-
fected source complies by using pollu-
tion prevention and reduces emissions 
by an additional 50 percent or greater 
than required by the applicable emis-
sion standard, then all required report-
ing elements in the periodic report 
may be met through an annual certifi-
cation that the affected source is con-
tinuing to use pollution prevention to 
reduce HAP emissions by an additional 
50 percent or greater than required by 
the applicable emission standard. The 
affected source must maintain records 
of all calculations that demonstrate 
the level of HAP emissions required by 
the emission standard as well as the 
level of HAP emissions achieved by the 
affected source. The affected source 
must continue to meet all relevant 
monitoring and recordkeeping require-
ments. The compliance certification 
must meet the requirements delineated 
in Clean Air Act section 114(a)(3). 

(4) Notwithstanding the provisions of 
paragraphs (c)(1) through (3), of this 
section, for sources subject to permits 
under 40 CFR part 70 or 71, the results 
of any required monitoring and record-
keeping must be reported not less fre-
quently than once in every six months. 

[69 FR 21753, Apr. 22, 2004] 

TABLE 1 TO SUBPART A OF PART 63—DE-
TECTION SENSITIVITY LEVELS 
(GRAMS PER HOUR) 

Monitoring frequency per subpart a Detection sen-
sitivity level 

Bi-Monthly ...................................................... 60 
Semi-Quarterly ............................................... 85 
Monthly .......................................................... 100 

a When this alternative work practice is used to identify 
leaking equipment, the owner or operator must choose one of 
the monitoring frequencies listed in this table, in lieu of the 
monitoring frequency specified in the applicable subpart. Bi- 
monthly means every other month. Semi-quarterly means 
twice per quarter. Monthly means once per month. 

[73 FR 78213, Dec. 22, 2008] 

Subpart B—Requirements for Con-
trol Technology Determina-
tions for Major Sources in Ac-
cordance With Clean Air Act 
Sections, Sections 112(g) and 
112(j) 

SOURCE: 59 FR 26449, May 20, 1994, unless 
otherwise noted. 

§ 63.40 Applicability of §§ 63.40 through 
63.44. 

(a) Applicability. The requirements of 
§§ 63.40 through 63.44 of this subpart 
carry out section 112(g)(2)(B) of the 1990 
Amendments. 

(b) Overall requirements. The require-
ments of §§ 63.40 through 63.44 of this 
subpart apply to any owner or operator 
who constructs or reconstructs a major 
source of hazardous air pollutants after 
the effective date of section 112(g)(2)(B) 
(as defined in § 63.41) and the effective 
date of a title V permit program in the 
State or local jurisdiction in which the 
major source is (or would be) located 
unless the major source in question has 
been specifically regulated or exempted 
from regulation under a standard 
issued pursuant to section 112(d), sec-
tion 112(h), or section 112(j) and incor-
porated in another subpart of part 63, 
or the owner or operator of such major 
source has received all necessary air 
quality permits for such construction 
or reconstruction project before the ef-
fective date of section 112(g)(2)(B). 

(c) Exclusion for electric utility steam 
generating units. The requirements of 
this subpart do not apply to electric 
utility steam generating units unless 
and until such time as these units are 
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